
KARVIN 
4500

16HP

KARVIN 
6800 (POD)

24HP

AMP HOUR RATING. MIN. [AH] 100 120

BATTERY VOLTAGE [V] 24 / 36 / 48 24 / 36 / 48

INPUT POWER [KW] 4.5 6.8

OUTPUT POWER [KW] (PROPULSION) 4 6

ENGINE EFFICIENCY % 89

DIRECT-DRIVE (NO TRANSMISSION) YES

RPM MAX. IN LOAD 
DEPENDS ON VOLTAGE 900 / 1200 / 1500 900 / 1200 / 1500

COMPARABLE PETROL OUTBOARDS 
[HP] (THRUST) DEPENDS ON VOLTAGE 8 / 12 / 16 12 / 18 / 24

POWER MAX. [KW/HP] 4 / 5.4 6 / 8

STATIC THRUST IN [LBS/KG] 295 / 134 356 / 161

TORQUE [NM] 47 NM 

SHAFT LENGTH [MM] LONG L (510) / SHORT S (380)

CONTINUOUS REGULATION YES

FORWARD AND REVERSE YES

ENGINE WEIGHT [KG] 25.5KG 26KG (19KG POD VERSION)

ELECTRONICS ELECTRONIC CONTROL + ELECTRONIC SAFETY KEY

WE WISH YOU UNFORGETTABLE ADVENTURES WITH KARVIN ELECTROMOTOR.
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